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Профессиональное 
светодиодное 
освещение

30 Вт

18 Вт



22 НОВИНКА АССОРТИМЕНТА!
Светодиодные светильники 
Downlight

Представляем новые светодиодные 
светильники направленного света типа 
даунлайт с нерегулируемым световым 
потоком. Особенностью данных све-
тильников является то, что световой 
поток направлен строго сверху вниз 
и не рассеивается в освещаемой 
области.

Наибольшее распространение светиль-
ники типа даунлайт получили в торгово-
офисном коммерческом и декоратив-
ном освещении.

ULT-D03E-18W/NW SILVER ULT-D03G-30W/DW SILVER

Встроенный блок питания

Эффективный теплоотвод

Гарантия — 2 года ×ÀÑÎÂ ÑËÓÆÁÛ

30 Вт18 Вт

220В
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ULT-D03E-18W/NW SILVER 18 1350 4500 100–240 0,9 120 20 >70 50–60 190×83 картон 18

ULT-D03G-30W/DW SILVER 30 2200 6500 100–240 0,9 120 20 >70 50–60 220×103 картон 12

ULT-D03G-30W/NW SILVER 30 2200 4500 100–240 0,9 120 20 >70 50–60 220×103 картон 12

H

D

Технические характеристики

18 Вт

30 Вт



4 НОВИНКА АССОРТИМЕНТА!4

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 1 Of 11

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: 

SPEC.:

MFR.: ECO

TYPE:

DIM.: 

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:220.5V I:0.0935A P:19.70W PF:0.9557  Lamp Flux:732.326x1 lm
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UNIT:cd
C0/180,64.3deg

UNIT:cd

C90/270,80.7deg

AVERAGE BEAM ANGLE(50%):72.5 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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S(m)6.60
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3.30
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1.10
0.8800
0.5500
0.4400
0.3300

DATA OF LAMP PHOTOMETRIC DATA Eff: 78.25 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





SH-DL06LDC-760-(3)

20

220

732.326

1

220.5

1077

210.6

1541.9

DIRECT

0.2

210.4

0.67

0.71

0.1,105.3

0.1,105.0

0.75

0.90

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 - 180DEG
  Interval:  2.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.281
Temperature:25.3DEG Humidity:65.0%

Test Distance:18.226m [K=1.0000]Operators:
Test Date:2014-08-21 Remarks:

C:\Documents and Settings\HELLO\桌面\20147.8.24.GOS

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 8 Of 11

AAI Figure

NAME: 

SPEC.:

MFR.: ECO

TYPE:

DIM.: 

SUR.:

WEIGHT:

SERIAL No.:

PROTECTION ANGLE:

Test:U:220.5V I:0.0935A P:19.70W PF:0.9557  Lamp Flux:732.326x1 lm

1m
3.281ft

125.65cm
4.122ft

466.7,1080lx
43.36,100.3fc

2m
6.562ft

251.29cm
8.245ft

116.7,270.0lx
10.84,25.08fc

3m
9.843ft

376.94cm
12.37ft

51.85,120.0lx
4.817,11.15fc

4m
13.12ft

502.59cm
16.49ft

29.17,67.49lx
2.710,6.270fc

5m
16.4ft

628.24cm
20.61ft

18.67,43.19lx
1.734,4.013fc

Height Eavg,Emax DiameterAngle:64.28deg

Flux out:667.0 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 - 180DEG
  Interval:  2.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.281
Temperature:25.3DEG Humidity:65.0%

Test Distance:18.226m [K=1.0000]Operators:
Test Date:2014-08-21 Remarks:

C:\Documents and Settings\HELLO\桌面\20147.8.24.GOS

ULT-D03E-18W/NW SILVER ULT-D03G-30W/DW SILVER 

ULT-D03G-30W/NW SILVER

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 1 Of 11

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: COB DOWNLIGHT

SPEC.:8INCH

MFR.: ECO

TYPE:COB DOWNLIGHT

DIM.: 

SUR.:

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:220.4V I:0.1306A P:28.12W PF:0.9773  Lamp Flux:1610.23x1 lm
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UNIT:cd
C0/180,24.6deg

UNIT:cd

C90/270,24.3deg

AVERAGE BEAM ANGLE(50%):24.4 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 73.48 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





SH-DL08LDC-30-760- (3)

28

220

1610.23

1

220.4

1891

128.3

2066.5

DIRECT

0.1

128.2

0.40

0.41

0.1,63.0

0.1,65.2

0.75

0.75

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 - 180DEG
  Interval:  2.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.281
Temperature:25.3DEG Humidity:65.0%

Test Distance:18.226m [K=1.0000]Operators:
Test Date:2014-08-21 Remarks:

C:\Documents and Settings\HELLO\桌面\H-DL08LDC-760-(3)DATA.GOS

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 8 Of 11

AAI Figure

NAME: COB DOWNLIGHT

SPEC.:8INCH

MFR.: ECO

TYPE:COB DOWNLIGHT

DIM.: 

SUR.:

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:220.4V I:0.1306A P:28.12W PF:0.9773  Lamp Flux:1610.23x1 lm

1m
3.281ft

42.92cm
1.408ft

1164,1893lx
108.2,175.9fc

2m
6.562ft

85.85cm
2.817ft

291.1,473.3lx
27.05,43.97fc

3m
9.843ft

128.77cm
4.225ft

129.4,210.4lx
12.02,19.54fc

4m
13.12ft

171.69cm
5.633ft

72.78,118.3lx
6.761,10.99fc

5m
16.4ft

214.62cm
7.041ft

46.58,75.73lx
4.327,7.035fc

Height Eavg,Emax DiameterAngle:24.23deg

Flux out:227.4 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 - 180DEG
  Interval:  2.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.281
Temperature:25.3DEG Humidity:65.0%

Test Distance:18.226m [K=1.0000]Operators:
Test Date:2014-08-21 Remarks:

C:\Documents and Settings\HELLO\桌面\H-DL08LDC-760-(3)DATA.GOS

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 1 Of 11

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: COB DOWNLIGHT

SPEC.:8INCH

MFR.: ECO

TYPE:COB DOWNLIGHT

DIM.: 

SUR.:

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:220.4V I:0.1306A P:28.12W PF:0.9773  Lamp Flux:1610.23x1 lm
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C0/180,24.6deg

UNIT:cd

C90/270,24.3deg

AVERAGE BEAM ANGLE(50%):24.4 DEG
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LUMINOUS INTENSITY DISTRIBUTION DIAGRAM C0 PLANE ISOLUX DIAGRAM (UNIT:lx)
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DATA OF LAMP PHOTOMETRIC DATA Eff: 73.48 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

LOR(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP,DN(C0-180)

  UP,DN(C180-360)

CIBSE SHR NOM

CIBSE SHR MAX





SH-DL08LDC-30-760- (3)

28

220

1610.23

1

220.4

1891

128.3

2066.5

DIRECT

0.1

128.2

0.40

0.41

0.1,63.0

0.1,65.2

0.75

0.75

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 - 180DEG
  Interval:  2.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.281
Temperature:25.3DEG Humidity:65.0%

Test Distance:18.226m [K=1.0000]Operators:
Test Date:2014-08-21 Remarks:

C:\Documents and Settings\HELLO\桌面\H-DL08LDC-760-(3)DATA.GOS

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT Page 8 Of 11

AAI Figure

NAME: COB DOWNLIGHT

SPEC.:8INCH

MFR.: ECO

TYPE:COB DOWNLIGHT

DIM.: 

SUR.:

WEIGHT:

SERIAL No.:1

PROTECTION ANGLE:

Test:U:220.4V I:0.1306A P:28.12W PF:0.9773  Lamp Flux:1610.23x1 lm

1m
3.281ft

42.92cm
1.408ft

1164,1893lx
108.2,175.9fc

2m
6.562ft

85.85cm
2.817ft

291.1,473.3lx
27.05,43.97fc

3m
9.843ft

128.77cm
4.225ft

129.4,210.4lx
12.02,19.54fc

4m
13.12ft

171.69cm
5.633ft

72.78,118.3lx
6.761,10.99fc

5m
16.4ft

214.62cm
7.041ft

46.58,75.73lx
4.327,7.035fc

Height Eavg,Emax DiameterAngle:24.23deg

Flux out:227.4 lm

Note:The Curves indicate the illuminated area and the average
     illumination when the luminaire is at different distance.

C Range:  0 - 360DEG
C Interval: 90.0DEG

  Range:  0 - 180DEG
  Interval:  2.0DEG



Test Speed: HIGH Test System:EVERFINE GO-2000A_V1 SYSTEM V2.0.281
Temperature:25.3DEG Humidity:65.0%

Test Distance:18.226m [K=1.0000]Operators:
Test Date:2014-08-21 Remarks:

C:\Documents and Settings\HELLO\桌面\H-DL08LDC-760-(3)DATA.GOS

Технические характеристики


