
Профессиональное 
светодиодное 
освещение



2 Трековые светодиодные светильники
НОВИНКА АССОРТИМЕНТА!

Светодиодные трековые светильники — 
профессиональные источники света,  
предназначенные для организации  
в помещениях осветительных систем,  
объединяющих несколько однотипных 
световых приборов на электромонтаж- 
ных шинах (треках).

Трековые светильники универсальны  
и многофункциональны. Наибольшей  
популярностью они пользуются в ком- 
мерческом, экспозиционном  
и декоративном освещении.

Адаптер для трехфазного 
шинопровода в комплекте!

Можно использовать с шинопроводами 
торговой марки Uniel (серия UBX),

а также трехфазными 
шинопроводами Nordic Aluminium.

ULB-M06A  
WHITE

ULB-M07K 
WHITE

ULB-M06А 
BLACK



3

ВОЗМОЖНОСТЬ 
ВЫБОРА УГЛА 
СВЕЧЕНИЯ

ЧЕРНЫЙ КОРПУС

Трековые светодиодные светильники
НОВИНКА АССОРТИМЕНТА!
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Вт лм К Вт мм В o Гц oC шт. кг
ULB-M06A-23W/NW BLACK 10861 23 1800 4000 150 145×110×195 220 0,9 24 20 >80 50–60 −25...+35 картон 12 0,9

ULB-M06A-23W/NW BLACK
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0
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5

Адаптер для трехфазного 
шинопровода в комплекте!

HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 

NAME: L4230-40 TYPE: WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:
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-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):24.6 DEG

0

2384

4768

7152

9536

11920

LUMINOUS INTENSITY DISTRIBUTION

-90 -60 -30 0 30 60 90
ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

2384

4768

7152

9536

11920
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(
c
d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)





S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

40

220

2988.1

1

219.6

11920

100.0

2988.1

72.8

0.0

100.0

2600.8

0.46

0.42

219.6

0.188

41.02

0.993

0.215

Test System:HOPOO HPG1900 Test Set: 5.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:13.000 mOperators:
Test Date:2015-1-2 Remarks:

Page 1 Of 10

HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

AVERAGE AND CENTER E Figure

Report number: 

NAME: L4230-40 TYPE: WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:

1.50m
64.79cm3606.54lx 5212.19lx

2.00m
86.39cm2028.68lx 2931.85lx

4.00m
172.77cm507.17lx 732.96lx

4.50m
194.37cm400.73lx 579.13lx

6.00m
259.16cm225.41lx 325.76lx

Height AVR E CENTER E Diameter

Angle:24.4deg

Test System:HOPOO HPG1900 Test Set: 5.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:13.000 mOperators:
Test Date:2015-1-2 Remarks:

Page 2 Of 10
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ВОЗМОЖНОСТЬ 
ВЫБОРА УГЛА 
СВЕЧЕНИЯ

Трековые светодиодные светильники
НОВИНКА АССОРТИМЕНТА!
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Вт лм К Вт мм В o Гц oC шт. кг
ULB-M06A-40W/NW WHITE 10814 40 2700 4000 200 145×110×195 220 0,9 24 20 >80 50–60 −25...+35 картон 12 0,9

ULB-M06A-40W/NW WHITE

11
0

195

14
5

Адаптер для трехфазного 
шинопровода в комплекте!

HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 

NAME: L4230-40 TYPE: WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:

0

30
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150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):24.6 DEG

0

2384

4768

7152

9536

11920

LUMINOUS INTENSITY DISTRIBUTION

-90 -60 -30 0 30 60 90
ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

2384

4768

7152

9536

11920

I
N
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Y
(
c
d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)





S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

40

220

2988.1

1

219.6

11920

100.0

2988.1

72.8

0.0

100.0

2600.8

0.46

0.42

219.6

0.188

41.02

0.993

0.215

Test System:HOPOO HPG1900 Test Set: 5.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:13.000 mOperators:
Test Date:2015-1-2 Remarks:

Page 1 Of 10

HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

AVERAGE AND CENTER E Figure

Report number: 

NAME: L4230-40 TYPE: WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:

MANUFACTURER: Address:

1.50m
64.79cm3606.54lx 5212.19lx

2.00m
86.39cm2028.68lx 2931.85lx

4.00m
172.77cm507.17lx 732.96lx

4.50m
194.37cm400.73lx 579.13lx

6.00m
259.16cm225.41lx 325.76lx

Height AVR E CENTER E Diameter

Angle:24.4deg

Test System:HOPOO HPG1900 Test Set: 5.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:13.000 mOperators:
Test Date:2015-1-2 Remarks:

Page 2 Of 10

×ÀÑÎÂ  ÑËÓÆÁÛ
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ВОЗМОЖНОСТЬ 
ВЫБОРА УГЛА 
СВЕЧЕНИЯ

Трековые светодиодные светильники
НОВИНКА АССОРТИМЕНТА!
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Вт лм К Вт мм В o Гц oC шт. кг
ULB-M07K-8W/NW WHITE 10815 8 500 4000 60 95×48×132 220 0,8 53 20 >80 50–60 −25...+35 картон 50 0,3

ULB-M07K-8W/NW WHITE

48

132

95

Адаптер для трехфазного 
шинопровода в комплекте!

HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

Report number: 

NAME: L11415S-8 TYPE: WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:201411030041

MANUFACTURER: Address:

0

30

60

90

120

150-150

-120

-90

-60

-30

UNIT:cd
C0/180

UNIT:cd

C30/210

UNIT:cd

C60/240

UNIT:cd

C90/270
AVERAGE BEAM ANGLE(50%):53.9 DEG

0

116

233

349

466

582

LUMINOUS INTENSITY DISTRIBUTION

-90 -60 -30 0 30 60 90
ANGLE(DEG)

LUMINOUS INTENSITY DISTRIBUTION

0

116

233

349

466

582

I
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T
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Y
(
c
d
)

C0/180
C30/210
C60/240
C90/270

DATA OF LAMP

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS QUANTITY

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

EFFICIENCY(lm/W)

  up(%)

  down(%)

Effictive Flux(lm)





S/MH(C0/180)

S/MH(C90/270)

Voltage(V)

Current(A)

Power(W)

Power Factor(PF)

EEI

8

220

600.9

1

219.8

582.0

100.0

600.88

72.4

0.0

100.0

546.8

0.84

0.77

219.8

0.078

8.300

0.485

0.175

Test System:HOPOO HPG1900 Test Set: 5.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:13.000 mOperators:
Test Date:2014-11-15 Remarks:

Page 1 Of 10

HONGPU GONIOPHOTOMETERS SYSTEM TEST REPORT

AVERAGE AND CENTER E Figure

Report number: 

NAME: L11415S-8 TYPE: WEIGHT:

SPECIFICATION: DIMENSION: SERIAL No.:201411030041

MANUFACTURER: Address:

1.50m
149.96cm159.03lx 256.96lx

2.00m
199.95cm89.45lx 144.54lx

4.00m
399.90cm22.36lx 36.13lx

4.50m
449.89cm17.67lx 28.55lx

6.00m
599.85cm9.94lx 16.06lx

Height AVR E CENTER E Diameter

Angle:53.1deg

Test System:HOPOO HPG1900 Test Set: 5.0deg/s  B-Beta (TYPE B)
Temperature:25.3DEG Humidity:65.0%

Test Distance:13.000 mOperators:
Test Date:2014-11-15 Remarks:

Page 2 Of 10

×ÀÑÎÂ  ÑËÓÆÁÛ
30 000


