
РАСШИРЕНИЕ АССОРТИМЕНТА!

серия  
ULF-F11 

серия ULF-F31
с датчиком движения

серия  
ULF-F10

30 Вт 50 Вт 10 Вт 30 Вт

NEW

для освещения и подсветки  
нестандартных и дизайнерских объектов.

30 Вт 50 Вт

СВЕТОДИОДНЫЕ ПРОЖЕКТОРЫ
дневной  

свет
белый  

свет

4000К6000К



Преимущества
Применение: 
для освещения и подсветки нестандартных и дизайнерских объектов.

Ультратонкий облегченный корпус

Алюминиевый радиатор

Устойчивость к вибрациям

Линза из силикатного стекла  
(высокий коэффициент пропускания света)

Нечувствительны к частым включениям/выключениям 
и колебаниям напряжения сети

Cветодиоды  и  микросхема питания AC Direct  
размещаются на одной печатной плате

РАСШИРЕНИЕ АССОРТИМЕНТА!



Технология AC Direct

Светодиодный  
драйвер 220 В

Обычный драйвер

Технология  
AC Direct

Использован регулятор тока. Исключение реактивных компонентов из схемы (конденсаторов).

Исключение реактивных элементов из схемы позволяет получить  
высокие значения коэффициента мощности — не менее 0,9 и КДП до 90%.

РАСШИРЕНИЕ АССОРТИМЕНТА!



Технические характеристики

КСС в полярной системе координат

ULF-F31-10W/DW SENSOR IP65 ULF-F11-30W/DW IP65 
ULF-F10-30W/DW IP65

ULF-F31-30W/DW SENSOR IP65

ULF-F11-50W/DW IP65
ULF-F10-50W/DW IP65

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: 投光灯 TYPE: WEIGHT:

DIMENSION: SPECIFICATION: SERIAL No.:

MANUFACTURER: 广州众恒光电科技有限公司 SURFACE: PROTECTION ANGLE:
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DATA OF LAMP PHOTOMETRIC DATA Eff: 70.94 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP(C0-180)

  DN(C0-180)

  UP(C180-360)

  DN(C180-360)









ZGC-TGD105WB145-10

10

220

730.64

1

220.8

424.9

100.0

730.64

DIRECT

0.0

100.0

1.02

1.21

0.0

52.8

0.0

47.2

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 -  90DEG
  Interval:  0.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.266
Temperature:25.3DEG Humidity:65.0%

Test Distance:5.580m [K=1.0000]Operators:DAMIN
Test Date:2015-05-29 Remarks:

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: 投光灯 TYPE: WEIGHT:

DIMENSION: SPECIFICATION: SERIAL No.:

MANUFACTURER: 广州众恒光电科技有限公司 SURFACE: PROTECTION ANGLE:
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DATA OF LAMP PHOTOMETRIC DATA Eff: 78.80 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP(C0-180)

  DN(C0-180)

  UP(C180-360)

  DN(C180-360)









ZGC-TGD166WB216-30

30

216

2379.7

1

215.4

1157

100.0

2379.7

DIRECT

0.0

100.0

1.02

1.37

0.0

55.6

0.0

44.4

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 -  90DEG
  Interval:  0.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.266
Temperature:25.3DEG Humidity:65.0%

Test Distance:5.580m [K=1.0000]Operators:DAMIN
Test Date:2015-05-29 Remarks:

EVERFINE GONIOPHOTOMETERS SYSTEM TEST REPORT

LUMINAIRE PHOTOMETRIC TEST REPORT

NAME: 投光灯 TYPE: WEIGHT:

DIMENSION: SPECIFICATION: SERIAL No.:

MANUFACTURER: 广州众恒光电科技有限公司 SURFACE: PROTECTION ANGLE:
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DATA OF LAMP PHOTOMETRIC DATA Eff: 72.66 lm/W

MODEL

NOMINAL POWER(W)

RATED VOLTAGE(V)

NOMINAL FLUX(lm)

LAMPS INSIDE

TEST VOLTAGE(V)

Imax(cd)

EFFICIENCY(%)

TOTAL FLUX(lm)

CIE CLASS

  up(%)

  down(%)





S/MH(C0/180)

S/MH(C90/270)

  UP(C0-180)

  DN(C0-180)

  UP(C180-360)

  DN(C180-360)









ZGC-TGD190WB250-50

50

220

3851.2

1

220.7

1625

100.0

3851.2

DIRECT

0.0

100.0

1.14

1.41

0.0

51.7

0.0

48.3

C Range:  0 - 360DEG
C Interval:  5.0DEG

  Range:  0 -  90DEG
  Interval:  0.5DEG



Test Speed: HIGH Test System:EVERFINE GO-2000B_V1 SYSTEM V2.0.266
Temperature:25.3DEG Humidity:65.0%

Test Distance:5.580m [K=1.0000]Operators:DAMIN
Test Date:2015-05-28 Remarks:

РАСШИРЕНИЕ АССОРТИМЕНТА!



Технические характеристики
РАСШИРЕНИЕ АССОРТИМЕНТА!
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Вт К мм кг В лм ° cosφ

ULF-F10-30W/DW IP65 180-240В WHITE UL-00000388 30 6000 166×217×49 0,67 180–240

А++

2600 90 0,95

белый

ULF-F10-30W/NW IP65 180-240В WHITE      NEW UL-00001042 30 4000 166×217×49 0,67 180–240 2600 90 0,95

ULF-F10-50W/DW IP65 180-240В WHITE UL-00000389 50 6000 190×251×52 1,1 180–240 4300 100 0,95

ULF-F10-50W/NW IP65 180-240В WHITE      NEW UL-00001043 50 4000 190×251×52 1,1 180–240 4300 100 0,95

ULF-F11-30W/DW IP65 180-240В WHITE UL-00000390 30 6000 215×197×54 0,77 180–240 2600 90 0,95

ULF-F11-30W/NW IP65 180-240В WHITE      NEW UL-00001044 30 4000 215×197×54 0,77 180–240 2600 90 0,95

ULF-F11-50W/DW IP65 180-240В WHITE UL-00000391 50 6000 240×220×57 1,2 180–240 4300 100 0,95

ULF-F11-50W/NW IP65 180-240В WHITE      NEW UL-00001045 50 4000 240x×220×57 1,2 180–240 4300 100 0,95

ULF-F31-10W/DW SENSOR IP65 100-265В WHITE UL-00000781 10 6000 155×167×69 0,6 100–265 800 90 0,9

ULF-F31-30W/DW SENSOR IP65 100-265В WHITE UL-00000392 30 6000 215×197×77 1,1 100–265 2600 90 0,9

Время срабатывания ......................................................3 сек.
Время задержки отключения ................................. 5 мин.
Рабочая освещенность ...............................................<10 лк
Угол обнаружения ...............................................................120˚
Дальность обнаружения ................................................. 6 м.
Высота установки .........................................................1,5–3 м.

Датчик движения  
(для прожекторов ULF-F31)

N
EW4000К6000К


